


36PIN AND 10PINS

| PARTS SIDE SLODERSIDE | PARTS SIDE SLODERSIDE
VIDEQO RED 1 | VIDEO GREEN GND 1 GND
VIDEO BLUE 2 VIDEO SYN GND 2 GND
SPEAKER 3 |SPEAKER GROUND +5V 3 +5V
4 +5V 4 +5V
5 +12V 5 +12V
6 +12V 6 +12V
TICKETOQUTBUTTON| 7 I*TICKET DISPENSER ENABLE| 7
*TICKET NOTCH(DISPENSER)| 8 2*HOPPER SSR | 8
START 9 GND 9 GND
ODDS 10 GND 10 GND
PLAY 11
TAKE 12 *1 This pin is normal low.When it enable
DOUBLE 13 is+5V
14
15 *2 This pin is connected with the solder
AUTO 16 side 24th pin of connector 36 pin
17
COIN IN SWITCH | 18 | KEY IN SWITCH
19
ACCOUNT SWITCH [ 20 | TEST SWITCH
HOPPER PAY BUTTON| 21 | KEY OUT SWITCH
22 |HOPPER SWITCH|
COININCOUNTER | 23
KEYIN COUNTER |24 | HOPPER SSR
25
26
HOPPER COUNTER | 27
KEY OUT COUNTER | 28
START LAMP | 29 | TICKET SSR
0DDS LAMP 30 | ERROR LAMP |
| PLAY LAMP 31 WIN LAMP |
TAKE LAMP 32
|  DOUBLE LAMP 33
AUTO LAMP 34
35
GND 36 GND




JAMMA (28PIN)

—— SOLDERSIDE |
GND 1 GND
GND 2 GND
+5V 3 +5V
+5V 4 +5V
5
+12V 6 +12V
7
COININCOUNTER | 8 | HOPPER COUNTER
KEY INCOUNTER 9 | KEY OUT COUNTER
SPEAKER 10 | SPEAKER GROUND
KEY IN SWITCH | 11 |HOPPER PAY BUTTON
VIDEO RED 12 | VIDEOGREEN
VIDEO BLUE 13 VIDEO SYN
GND 14 TESTSWITCH
ACCOUNTSWITCH | 15
COIN IN SWITCH | 16 | ERROR LAMP
START 17 | START LAMP
TICKETOUTBUTTON| 18 TICKET SSR
19 WIN LAMP
ODDS 20 ODDSLAMP
TAKE 21 TAKE LAMP
DOUBLE 22 | DOUBLE LAMP
PLAY 23 PLAY LAMP
AUTO 24 | AUTO LAMP
'TICKET  NOTCH(DISPENSER)| 25 | KEY QUTSWITCH
HOPPER SSR 26 | HOPPERSWITCH
GND 27 GND
GND 28 GND

36PIN BUTTON LAYOUT:

AUTO DOUBLE PLAY START

ODDS TAKE
up SELECT STOP







